HONGWEICHENG El ECTRONICS

SMD Type Power Inductor CD5845F -SERIES

1. Features

1.Excellent solderability and high heat resistance.

2 Excellent terminal strength construction.

3.Packed in embossed carrier tape and can be used by automatic mounting machine.
4.100% Lead{Pb) & Halogen-Free and RoHS compliant.

2. Dimension

ARO @ Size A(mm) | B{mm) | G(mm)
MARKING 1 CD5B45F 580403 | 5.2040.3 | 4.50:0.3

3. Part Numbering

CD| (5845 F| - MR7 M
A B C D E

A Series

B: Dimension

C: Lead free type

D Inductance 4R7=4.TuH, 470=47uH, 471=470uH
E: Inductance Tolerance M==20%

4. Specification

Customer HWC Inductance Tolerance Fre:zsetncl.r DCR IoC
Part Number Part Mumber {uH] (%) (Hz) [£1] max. [A) max.
Choa4aF-1R0M 1.0 1 20%; IWIT.BEM 0.013 3.50
CD5845F- 1R 1.4 I t 20% 1T BEM 0.020 350
CosB45F- 1REM 1.8 20, 1017 GE0A 0.025 3.00
CD5B45F-2R2M 22 I + 20% VT BEM 0.030 2.80
CO5845F-2R7TM 27 | T 2 1T BEM 0.035 260
CO5845F-3R3M 2.3 t20% 1WIT BEM 0.040 2.5
CD5845F-3REM 38 | + 20 1VIT.86M 0.050 2.30
CD5845F-4RTM 4.7 + 20% 1W/T.96M 0.080 2.60
CDS845F -2REM 2.6 t 20% 1WIT.96M 0.070 2.440
CD5845F-BREM 6.8 £20% | 1VI7.96M 0.080 2,20
CD5845F-BR2M 8.2 £20% | AVIT.96M 0.080 2.00
CO5845F-100M 10 + 20% 1Wi2. 52M 0.080 1.80
CD5845F -120M 12 + 20% V2. 52M 0100 1.60
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Test

Customer HWC Inductance Tolerance Frequency DCR DG
Part HNumber Part Number {uH) (%) {Hz) {CF) max. (A) max.
COS845E-150M 15 + 2004 1012 520 0.120 1.50
CO5845F -160M 18 20 1072 520 0.150 1.40
CO5g45F-220M 22 t 20 T2 52 0,180 1.30
COEEASF-2T0M 27 1 20% 102 520 0.220 1.20
COR345E-330M a3 + 20% 112 521 0.260 1.00
CDSR45F-300M ag t 20% 142 521 0.300 0.90
CD5E45F-47 M 47 b 20% 12 520 0.350 0.85
CO5845F-560M SR 120% 102 520 0.400 0.80
COEB4EF-BE0M &3 t 20% 112 521 0.450 0.70
CO5a45F-B20M a2 + 20% T2 520 0.500 0.70
cosaasF-101M 100 L 20% TR 0.0 .60
CO5845F-121M 120 t 20% WK 0.730 0.60
CO5A45E-151M 150 + 20% 1K 0800 0.55
CD5B45F-181M 180 I 20% WK 1.100 0.50
CDoa4sF-221M 220 20, WK 1.200 Q.40
CDEBAGF-27T1M 27 r20% WK 1,300 Q.23
COEBA5F -3311 ki + Z0% TWIK 3.000 0.22
CORGARF-301M 300 + 20% 1K 3.500 0.20
CO5a45F 471M 470 + 20% WK 4.000 Q.19
CD5845F-561M 560 + 20% VMK 4.000 018
CD5a45F-681M 680 + 20% VK, 4.500 0.15
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